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RESPONSES TO THE REQUESTS FOR CLARIFICATION – NO 1 

Post-Disaster Municipal Services Improvement and Resilience (Sector) Project 

PDMSIR-BESNI-W1: Construction of Besni Wastewater Treatment Plant 

Date: 28.07.2026 

Subject: Responses to the Requests for Clarification – No 1 

Contract No.: PDMSIR-BESNI-W1 

 

Dear Bidders, 

In accordance with the Section I – Instructions to Bidders (ITB), we hereby provide our responses to the 

requests for clarification received in connection with the above-mentioned tender. 

Please note that all communication with the Employer in relation to this procurement procedure, including 

questions and requests for clarification, shall be submitted in writing to the address specified in the Bidding 

Data Sheet (BDS). For the avoidance of doubt, clarification requests submitted through any other means or 

channels, or in a language other than English, shall not be considered. 

Ekrem LENGER 

T.C. Besni Belediyesi – Fen İşleri Müdürlüğü 
Yeni Besni Mahallesi Zübeyde Hanım Caddesi No:2, 02300 Besni – Adıyaman / Türkiye 

No 

Reference to 

Procurement 

Documents 

Request for Clarification Response to the RFCs 

1 General With respect to our 

previous correspondence 

regarding the extension of 

the bid submission 

deadline, we have not yet 

received your response. 

Considering the reasons 

stated in our previous 

letter, together with the 

fact that the complete 

tender dossier was 

delivered to us at a 

relatively late stage, we 

hereby reiterate our 

request for an extension of 

the bid submission 

deadline by a minimum of 

forty-five (45) calendar 

days. We would appreciate 

receiving your response at 

your earliest convenience. 

The deadline for the submission of bids has been 

extended by means of Addendum No. 2 (dated 

07.07.2026). The revised deadline for bid 

submission is 06 August 2026 at 14:30 (local time), 

and the technical bid opening shall take place on 

the same date, 06 August 2026, at 14:45 (local 

time), at the address specified in the Bid Data Sheet 

(ITB 23.1 and ITB 26.1). Bidders are kindly 

requested to refer to Addendum No. 2 for the 

amended provisions. 

2 Section I – 10. 

Language of 

Bid 

The tender documents 

specify that the language 

of the bid shall be English. 

However, supporting 

In accordance with Section I – Instructions to 

Bidders, Clause 10 (Language of Bid), supporting 

documents and printed literature forming part of 

the bid may be submitted in another language, 
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financial documents such 

as invoices, tax 

declarations, trial balances 

and similar records 

substantiating turnover 

and financial capacity 

consist of a substantial 

number of pages. We 

kindly request clarification 

as to whether these 

documents are required to 

be translated into English. 

If translation is required, 

please confirm whether 

certified/sworn 

translations are mandatory 

or whether standard 

translations will be 

deemed acceptable. We 

would also appreciate 

guidance regarding which 

Turkish-language 

documents must be 

translated into English for 

submission purposes. 

provided that they are accompanied by an accurate 

translation of the relevant passages. Accordingly, 

certified or sworn translations are not mandatory 

unless specifically indicated in the Bidding 

Document, and an accurate translation of the 

relevant passages of the supporting financial 

documents will be deemed acceptable. 

3 General (Site 

Meeting) 

During the site meeting, it 

was verbally indicated that 

a spoil disposal area may 

be available within 

approximately 5 km of the 

Project Site. We kindly 

request information 

regarding the designated 

excavation spoil disposal 

areas to be used under the 

Contract. 

In accordance with Article 26 under Section Five of 

the Regulation on the Control of Excavated Soil, 

Construction and Demolition Waste, excavated soil 

shall primarily be minimized at source, separately 

collected, reused and recovered. 

The area shown in the attached KMZ file is planned to 

be used for the temporary excavated soil storage area. 

 

tkgm-parsel-sorgu-sonuc-375-ada-1-parsel.kml
 

4 IEE Report – 

Appendix 5 

It has been observed that 

the hyperlinks provided in 

the Initial Environmental 

Examination (IEE) report, 

which refer to template 

management plans as 

exemplified in the figure 

below, are not functional. 

In this regard, we kindly 

request that the template 

 The hyperlinks are functional. However, due to a 

technical limitation, the documents should be accessed 

through the English version of the İLBANK website 

by following one of the methods below: 

Method 1 – Direct access 

1. Visit the İLBANK website at: 

https://www.ilbank.gov.tr/  

https://www.ilbank.gov.tr/
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management plans 

required to be submitted 

under the scope of the 

tender be provided to us. 

2. Select English using the language button 

located in the upper-right corner of the 

webpage.  

3. Copy and paste the relevant hyperlink 

provided in the IEE Report into the browser’s 

address bar. The link should then direct you to 

the relevant document.  

Method 2 – Access through the website menu 

1. Visit the İLBANK website and select 

English.  

2. Follow this navigation path:  

Projects → Projects with International Financing → 

Projects Financed by ADB Loans → Post-Disaster 

Municipal Services Improvement and Resilience 

Project 

3. On the project page, follow the relevant path 

below:  

• For the IEE: 

Sub-Projects → Besni Municipality → Besni 

(Adıyaman) Wastewater Treatment Plant 

Subproject → Initial Environmental 

Examination  

For the LARP: 

Sub-Projects → Besni Municipality → Besni 

(Adıyaman) Wastewater Treatment Plant Subproject 

→ Land Acquisition and Resettlement Plan 

5 Employer's 

Requirements / 

Section 2.2.2 & 

Section 3.3.10 

Regarding the treated 

wastewater discharge, we 

have noted an 

inconsistency in the tender 

documentation concerning 

the maximum flood level 

of Besni Creek. In Section 

2.2.2, it is stated that: 

“Treated wastewater shall 

be discharged to Besni 

Creek. The maximum 

flood elevation of Besni 

Creek is 753.20 m.a.s.l.” 

However, in Section 

3.3.10, it is stated that: 

“The flood level of Besni 

Creek is given to be 

723.20 m.a.s.l.” We kindly 

request clarification 

regarding the correct flood 

The hydraulic profile shown in the drawings under 

Section 6.7 of Employer’s Requirements and the 

elevations specified in Sub-Clause 3.3.10 of 

Employer’s Requirements are provided for 

guidance and shall be considered as indicative. 

These elevations shall not, however, relieve the 

Contractor of any of its obligations and 

responsibilities defined in the Bidding Document. 

As specified in the Bidding Document, following 

the signing of the Contract, the Contractor shall be 

fully responsible for verifying all levels and 

elevations, obtaining all necessary permits and 

approvals from the relevant authorities, and 

confirming the accuracy and suitability of such 

information prior to the execution of the Works. 
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elevation to be considered 

for design purposes. 

6 Employer's 

Requirements 

We kindly request 

clarification regarding the 

power supply arrangement for 

the proposed wastewater 

treatment plant, including 

whether the power 

transmission line is included 

within the scope of the 

Contract. If the power 

transmission line forms part of 

the Contract scope, please 

provide details regarding the 

electrical connection point and 

associated requirements. 

Regarding the power supply arrangement for the 

wastewater treatment plant, Bidders are kindly 

requested to refer to Section 8.5.1 of Employer’s 

Requirements. 

7 Employer's 

Requirements 

(Drawings) 

We kindly request information 

regarding Manhole No. 4862 

located on the main collector 

line, including its exact 

location, invert levels, 

connection details, and 

whether an upstream 

connection manhole is 

envisaged as part of the 

design. 

With regard to Manhole No. 4862 located on the main 

collector line, Bidders are kindly requested to refer to 

Section 3.3.3 of Employer’s Requirements. 

8 Employer's 

Requirements / 

Technical 

Specifications – 

Sludge 

Treatment 

The tender documents define 

the sludge thickening system 

as optional. In the event that 

direct dewatering is preferred, 

a sludge storage tank will be 

required. It is recommended 

that the specification define 

the sludge storage tank based 

on a minimum retention time. 

Taking into account the 

operating regime of the sludge 

pumps, we consider a 

retention time of eight (8) 

hours to be appropriate. In this 

regard, we kindly request 

confirmation as to whether the 

provision of a sludge storage 

tank is required and whether 

the proposed retention time is 

acceptable. 

In respect of the sludge storage tank and the applicable 

retention time, Bidders are kindly requested to refer to 

Section 3.3.4.20 of Employer’s Requirements. 
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9 Employer’s 

Requirements 

The tender documents refer to 

the following drawings, 

which were not included in 

the tender package:  

- Besni WWTP-

Layout-R1d  

- Besni WWTP-PID-

R0d  

- BESNI-WWTP-HID-

R0g 

Please provide these drawings 

and confirm whether there are 

any additional drawings, 

layouts, P&IDs, hydraulic 

profiles, sections, or other 

design documents forming 

part of the Employer's 

Requirements. 

The following drawings have been provided to the 

bidders purchased the Tender Documents. 

10 Employer's  

Requirements / 

Section 3 

As per ER, Section 3 Item 

3.3.4.14 Figure 3.2, the by-

pass line is discharged directly 

to the receiving body and is 

not connected before the Real 

Time Remote Monitoring 

System. According to the 

relevant legislation, 

connecting a hidden or open 

by-pass line to the receiving 

environment after the Real 

Time Remote Monitoring 

System measurement point 

(discharge manhole) is strictly 

prohibited and may result in 

environmental penalties. 

Please confirm that the by-

pass shall be connected to the 

WWTP discharge manhole 

before the Real Time Remote 

Monitoring System and clarify 

the hydraulic capacities of the 

relevant units after the by-pass 

connection. 

The bypass pipeline connection shall be carried out in 

accordance with the applicable related legislation. 

11 Employer’s 

Requirements / 

Section 2 

 

As per ER, Section 2 Item 

2.5.2, the treated sludge 

discharge content of Fecal 

Coliform shall be 200 

CFU/100 ml. Since the sludge 

The reference to a fecal coliform limit for sewage 

sludge has been included inadvertently, as no 

additional sludge treatment process is foreseen or 

required under the project. Accordingly, no 
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treatment process comprises 

only dewatering, additional 

sludge treatment technologies 

such as sludge drying or post-

lime stabilization may be 

required to comply with this 

parameter. Please clarify. 

compliance assessment against fecal coliform 

criteria is necessary, and the sludge management 

system remains unchanged. 

 

12 Employer’s 

Requirements / 

Section 3 

 

As per ER, Section 3 Item 

3.3.4.14, only a UV system is 

described for disinfection. To 

ensure more efficient 

operation of the UV system, 

microfiltration is 

recommended. Please clarify 

whether microfiltration shall 

be included before the UV 

system. 

Bidders are kindly requested to refer to Section 7.8.45 

of Employer’s Requirements / Section 07 Mechanical 

Works. 

13 Employer’s 

Requirements / 

Section 3 

 

As per ER, Section 3 Item 

3.3.4.13, the minimum return 

sludge flow at design flow is 

defined as 0.75 × Qdesign. 

However, Section 3 Item 

3.3.6.16 states that the 

installed return sludge pumps 

shall be capable of returning 

70–150% of the average flow 

without using the standby unit. 

In addition, ATV Standard 

DWA-A 131A states that 

return sludge flow shall be 

75% of Qmax. Please confirm 

whether the return sludge flow 

should be considered as 75% 

of Qmax rather than 75% of 

Qdesign. 

Bidders are kindly requested to refer to Section 3.2.1 

of Employer’s Requirements. 

14 General When the observations made 

during the site visit are 

assessed in conjunction with 

the tender documents, it is 

clear that the land allocated for 

the construction of the 

Treatment Plant will incur 

very high costs to bring it up to 

a state ready for construction. 

The proportion of earthworks 

within the construction cost of 

the Treatment Plant is very 

The wastewater treatment plant shall be constructed at 

the location specified in the specifications. 
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high, it appears to be nearly 

equal to the total cost of the 

facility. Constructing this 

facility in a different location 

would provide a far more 

economical solution and serve 

the public benefit. We 

respectfully request 

confirmation that the 

Wastewater Treatment Plant 

will definitely be built on this 

site. 

15 Employer’s 

Requirements 

The mentioned (Besni 

WWTP-Layout-R1d, Besni 

WWTP-PID-R0d, BESNI-

WWTP-HID-R0g) missing 

drawings be provided to us as 

a matter of urgency; any time 

lost due to the delayed 

provision of these documents 

be duly taken into 

consideration; and the tender 

submission deadline be 

extended by at least 45 

calendar days to allow bidders 

sufficient time to prepare 

technically compliant and 

financially competitive 

proposals. 

Please refer to Answer 9. 

16 Employer’s 

Requirements 

We need general site plans 

with topographic survey, 

geotechnical report etc. for 

our design project. Do you 

share with us with tender 

projects? 

The bidding document include the conceptual design 

of the proposed wastewater treatment plant, 

comprising the preliminary layout, geotechnical 

survey findings, and hydraulic profile. As part of the 

construction phase, the Contractor shall perform a 

detailed geotechnical investigation and topographical 

study to inform and support the detailed design. 

17 Section 3: 

Evaluation and 

Qualification 

Criteria 

Table 1.3.2, under Average 

Annual Construction 

Turnover, lists the last five 

years (2021, 2022, 2023, 

2024, 2025). Can we add the 

2026 construction turnover 

figures to the 2025 figures ? 

With reference to Section 3: Evaluation and 

Qualification Criteria / Clause 1.3.2 Average 

Annual Construction Turnover, the relevant period 

is clearly defined as the last five years, which refers 

to the years from 2021 to 2025. No other time period 

shall be taken into consideration.  

18 Section 4: 

Bidding Forms 

/ Form FIN - 2 

Form FIN – 2: Average 

Annual Construction 

Turnover states that the 

construction turnover for the 

The reference to "United States dollars" in Form 

FIN-2 has been included inadvertently. For the 

purposes of this procurement, all references to 
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relevant year must be 

converted into US dollars 

using the exchange rate at the 

end of the reporting period. 

However, the form also 

mentions the euro. We are 

unsure which exchange rate to 

use. 

"United States dollars" shall be understood to mean 

"EURO." 

19 Section 3: 

Evaluation and 

Qualification 

Criteria / 

Clause 1.4.2 

Construction 

Experience in 

Specialized 

Key Activities 

Section Evaluation and 

Qualification Criteria, 1.4.2 

Construction Experience in 

Specialized Key Activities, 

which must be met by the 

Tenderer, requires contract 

experience involving an 

average flow rate of at least 

5,500 m³/day. For works 

carried out as part of a joint 

venture, will the key 

experience be apportioned 

according to the joint venture 

share? 

Contrary to the approach set out in Section 3: 

Evaluation and Qualification Criteria Clause 1.4.1 – 

Contracts of Similar Size and Nature, for the purposes 

of Clause 1.4.2 – Construction Experience in 

Specialized Key Activities, experience gained from 

works carried out as part of a joint venture shall not be 

apportioned according to the joint venture share. 

 

The requirements are clearly set out under Section 3: 

Evaluation and Qualification Criteria / Clause 

1.4.2 Construction Experience in Specialized Key 

Activities which shall be met by the Bidder, which 

states: 

"In case of a Joint Venture Bidder, the Bidder or at 

least one of the partners must meet the requirement in 

the key activity. For contracts under which the Bidder 

participated as a Joint Venture partner, only the 

Bidder’s designated scope of works under the 

contracts shall be considered to meet this 

requirement." 

Furthermore, as stated in Footnote (a), "Form EXP-2 

shall be supported by documents such as … activities 

performed by Joint Venture partners, …" 

20 Section 3: 

Evaluation and 

Qualification 

Criteria 

Section 3: Evaluation and 

Qualification Criteria, 1.4.2 

Construction Experience in 

Specialized Key Activities, 

which must be met by the 

Bidder, states: ‘Design and 

construction experience shall 

be demonstrated either jointly 

under a single contract or 

under separate contracts.’ Is it 

acceptable for us to submit one 

instance of design and 

construction experience and 

It is clearly specified under Section 3: Evaluation and 

Qualification Criteria / Clause 1.4.2 Construction 

Experience in Specialized Key Activities which shall 

be met by the Bidder that: “The similarity of the 

Bidder’s participation shall be based on: 

Construction or design and construction of 

wastewater treatment plant(s) or drinking water 

treatment plant(s)” 
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one instance of construction 

experience without design? 

21 Section 8: 

Particular 

Conditions of 

Contract 

Section 8: Specific Terms of 

the Contract. Clause 1.1.20 

states ‘Cost plus Profit 5 (five) 

%’. We do not understand 

what this clause means. Could 

you please explain? 

With reference to Sub-Clause 1.1.20 of Part A – 

Contract Data under Section 8: Particular 

Conditions of Contract, this provision shall be read 

in conjunction with Sub-Clause 1.1.20 of Section 7: 

General Conditions of Contract where "The 

Conditions of Contract are the 'General Conditions' 

which form part of the Conditions of Contract for 

Plant and Design–Build for Electrical and 

Mechanical Plant, and for Building and Engineering 

Works, Designed by the Contractor (Yellow Book), 

Second Edition 2017.". 

In the relevant Sub-Clause 1.1.20 of the General 

Conditions, the term "Cost Plus Profit" is clearly 

defined. 

22 Section 4:  

Bidding Forms 

Will the ‘Schedule of 

Daywork Rates’ tables need to 

be completed? Could you 

explain? 

Daywork Schedule is NOT APPICABLE as indicated 

in Section 4: Bidding Forms. 

23 Section 2: Bid 

Data Sheet 

 

Employer's 

Requirement 

The tender currency is 

specified as the EURO in 

Section 2: Bid Data Sheet, 

Article 18.1 of the ITB. 

However, the ‘Schedule of 

Priced Activities and Sub-

Activities’ document states in 

Section 1.1.2. General that 

‘All items shall be priced in a 

single currency quoted in 

either EUR, USD or TRY’. 

Will the tender be 

denominated in euros. Could 

you please clarify this? 

Under Section 4: Bidding Forms / Schedules / 

Schedule of Priced Activities and Sub-Activities / 

Clause 1.1.2, the statement "All items shall be priced 

in single currency quoted in either EUR, USD or 

TRY." has been included inadvertently. 

As stipulated under Section 2: Bid Data Sheet / ITB 

18.1, "The prices and unit rates in the Schedules shall 

be quoted by the Bidder entirely in EURO." 

Accordingly, all prices and unit rates shall be quoted 

exclusively in EURO. 

24  Section 6: Employer’s 

Obligations, 6) Employer’s 

Requirements (Drawings): It 

states that the drawings listed 

below have been included in 

the tender documents. (Besni 

WWTP-Layout-R1d, Besni 

WWTP-PID-R0d, BESNI-

WWTP-HID-R0g) We were 

unable to locate these 

drawings in the tender file. 

Please refer to Answer 9. 

 


